
FLOOR PROTECT

DESCRIPTION

MAIN PROPERTIES

DRYING TIME

TECHNICAL CHARACTERISTICS

Water-based product for restoring, renova-
ting and waterproofing various types of pa-
vements: concrete, microcement, parquet 
wood, laminate flooring, tiles, and any po-
rous surface. 

Floor Protect creates a thin, hard and re-
sistant film that restores and protects from 
wearing, scuffs and scratches, making the 
surfaces treated with this product water-

√ Maximum surface hardness
√ Very good adhesion
√ Application by sponge, brush, roller
√ Easy application
√ Matt appearance
√ High waterproofing power
√ High resistance to wearing
√ Protects from spots and scratches

proof and protected. 

Creates an invisible protection without alte-
ring the original color of the surface. Acts as 
a water barrier but allows vapor to transpire 
so that no blistering or flaking occurs.

As it is a water-based product, it does not 
give off odor, so it can be applied in inhabi-
ted houses.
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To the touch 30 minutes

Next coat 1 hour intervals

To transit 1 h - 2 h

Full drying 2 hours

Total hardness 4 days

Finish Water replenisher

Bright level  Invisible satin

Expiration 1 year from the date of production in their 
original unopened containers

Storage The temperature should not be lower than + 
- 5º nor higher than + - 35º during storage

Application Do not apply at temperatures below 10º or 
above 35º

Aproximate performance 9-10 m2 x liter (1 coat)



RECOMMENDED USES

APPLICATION

PACKAGING

TECHNICAL DATA
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Especially recommended for the protection and maintenance of concrete floors, microcement, 
parquet, laminate, clay floors and tiles.
Floor Protect provides a thin, hard, resistant and impermeable film on the treated surface, its 
finish is invisible and highly transparent.

1- On deteriorated pavements: direct application with a mop. The product must be spread 
uniformly.
2- As a floor maintenance: add 50 ml/l to the regular scrubbing water. This system will create 
a continuous layer of protection of the floor, avoiding premature wear of the floor.

1 L and 5 L

Specific Weight (kg/litre) 1

Viscosity (seg.Ford-4) 13 sec F-4

Application temperature (ºC) 15º - 25ºC

Performance (m2 / liter) 9 -10 m x l

Drying to the touch 30 minutes

Total hardness 7 days

Solubility and cleaning Water

Finish Satin, Matt
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